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Material Safety Data Sheet Radioshack # 63 1215 

Alkaline Manganese Button Cell 

Model No. LR1130 (AGIO) 

Note: Blank spaces are not permitted if any item is not applicable or 
no information is available, the space must be marked to indicate 
that. 

Product approx.: Weight: 1.2g 


Manufacturer’s Information: 

Name of 
manufacturer: 

New Leader Battery Industry Co. Ltd. 

Mailing address: 

Llat A, 4/L, Block 1, Camelpaint Building, 62 Hoi Yuen Road, Kwun 
Tong, Kowloon, Hong Kong 

Phone number: 

852-27906280 

Web address: 

www.newleader.com.hk 

Contact person: 

Mr Tai 

Contact person’s 
Title: 

Sales Manager 

Email address: 

sales (3>newleader.com.hk 

Mercury content 
in milligrams: 

Less than 25mg 

Purpose of 
mercury: 

Prevent from gassing & longer shelf-life 
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MAIN CHEMICAL COMPONENTS 


Potassium Hydroxide 

8% 

Cathode Cap 

12% 

Cathode Zinc Plaster 

10% 

Gasket 

4% 

Anode Can 

25% 

Anode M anganese Dioxide 

30% 

M ercury (As European Directives 
98/101/EC & 91/157/EEC) 

less than 2% 


IMPORTANT NOTE: The battery should not be opened or burned. Exposure to the ingredients 
contained within or their combustion products could be harmful. 


FIRE AND EXPLOSION HAZARD DATA 


In case of fire, it is permissible to use any class of extinguishing medium on these batteries or 
their packing material. Cool exterior of batteries if exposed to fire to prevent rupture. 

Fire fighters should wear self-contained breathing apparatus. 


HEALTH HAZARD DATA 


Under normal conditions of use, the battery is hermetically sealed. 

Ingestion: Swallowing a battery can be harmful. 

Contents of an open battery can cause serious chemical burns of mouth, esophagus, 
and gastrointestinal tract. If battery or open battery is ingested, do not induce vomiting 
or give food or drink. Seek medical attention immediately. 
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Inhalation: Contents of an open battery can cause respiratory irritation. Provide fresh 
air and seek medicai attention. 

Skin Absorption: Mercury can be absorbed through intact skin causing symptoms 
simiiar to those of ingestion. 

Skin Contact: Contents of an open battery can cause skin irritation and/or chemicai 
burns. Remove contaminated ciothing and wash skin with soap and water. If a 
chemicai burn occurs or if irritation persists, seek medicai attention. 

Eye Contact: Contents of an open battery can cause severe irritation and chemicai 
burns. Immediateiy fiush eyes thoroughiy with water for at ieast 15 minutes, iifting 
upper and iower iids, untii no evidence of the chemicai remains. Seek medicai 
attention. 


PRECAUTIONS FOR SAFE HANDLING AND USE 


Storage: Store in a cooi, weii ventiiated area. Eievated temperatures can resuit in shortened 
battery iife. 

Mechanical Containment: Batteries normaiiy evoive hydrogen which, when combined with 
oxygen from the air, can produce a combustibie or expiosive mixture uniess vented. If such a 
mixture is present, short circuits, high temperature, or static sparks can cause an ignition. 

Do not obstruct safety reiease vents on batteries. Encapsuiation (potting) of batteries wiii not 
aiiowceii venting and can cause high pressure rupture. 

Handling: Accidentai short circuit for a few seconds wiii not seriousiy affect the battery. 
Proionged short circuit wiii cause the battery to iose energy, and can cause the safety reiease 
vent to open. Sources of short circuits inciude jumbied batteries in buik containers, metai jeweiry, 
metai covered tabies or metai beits used for assembiy of batteries into devices. 

Charging: This battery is manufactured in a charged state. It is not designed for recharging. 
Recharging can cause battery ieakage or, in some cases, high pressure rupture. Inadvertent 
charging can occur if a battery is instaiied backwards. 
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FIRST AID MEASURES 


If electrolyte leakage occurs and makes contact with skin, wash with pienty of water immediateiy. 

If electrolyte comes into contact with eyes, wash with copious amounts of water for fifteen (15) 
minutes, and contact a physician. 

If electrolyte vapors are inhaled, provide fresh air and seek medical attention if respiratory 
irritation develops. Ventilate the contaminated area. 


SPECIAL PROTECTION INFORMATION 


Ventilation Requirements: Not necessary under normal conditions. 

Respiratory Protection: Not necessary under normal conditions. 

Eye Protection: Not necessary under normal conditions. Wear safety glasses with side shields if 
handling an open or leaking battery. 

Gloves: Not necessary under normal conditions. Use neoprene or natural rubber gloves if 
handling an open or leaking battery. 


TRANSPORTATION INFORMATION 


New Leader batteries are considered to be "Dry cell" batteries and are 
unregulated for purposes of transportation by the U.S. Department of 
Transportation (DOT), International Civil Aviution Administration (ICAO), 
International Air Transport Association (lATA) and the International Maritime 
Dangerous Goods Regulations (IMDG). The only DOT requirement for shipping 
these batteries is special provision 130 which states : Batteries, dry are not subject 
to the requirements of this subchapter only when they are offered for 
transportation in a manner that prevents the dangerous evolution of heat (For 
©(ample, by the effective insulation of exposed terminals). As of 1/ 1/ 97 lATA 
requires that batteries being transported by air must be protected from 
short-circuiting and protected from movement that could lead to short-circuiting. 
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